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which consumers would favor higher
values shall be no greater than the
lower of:

(1) The mean of the sample, or

(2) The lower 95 percent confidence
limit of the true mean divided by 0.90.

(Components of similar design may be
substituted without requiring addi-
tional testing if the represented meas-
ures of energy continue to satisfy the
applicable sampling provision.)

[75 FR 669, Jan. 5, 2010]
ENERGY CONSERVATION STANDARDS

§431.226 Energy conservation stand-
ards and their effective dates.

Any traffic signal module or pedes-
trian module manufactured on or after
January 1, 2006, shall meet both of the
following requirements:

(a) Have a nominal wattage and max-
imum wattage no greater than:

Maximum Nominal
wattage wattage
(at 74 °C) (at 25 °C)
Traffic Signal Module Type:
12” Red Ball ............... 17 11
8” Red Ball ...... 13 8
12” Red Arrow . 12 9
12” Green Ball . 15 15
8” Green Ball ....... 12 12
12” Green Arrow ........ 11 11
Pedestrian Module Type:
Combination Walking
Man/Hand ............... 16 13
Walking Man ... 12 9
Orange Hand .............. 16 13

(b) Be installed with compatible,
electrically connected signal control
interface devices and conflict moni-
toring systems.

[70 FR 60417, Oct. 18, 2005, as amended at 71
FR 71374, Dec. 8, 2006]

Subpart N—Unit Heaters

SOURCE: 70 FR 60418, Oct. 18, 2005, unless
otherwise noted.

§431.241 Purpose and scope.

This subpart contains energy con-
servation requirements for unit heat-
ers, pursuant to Part B of Title III of
the Energy Policy and Conservation
Act, as amended, 42 U.S.C. 6291-6309.

§431.246

§431.242 Definitions concerning unit
heaters.

Unit heater means a self-contained
fan-type heater designed to be installed
within the heated space; however, the
term does not include a warm air fur-
nace.

Automatic flue damper means a device
installed in the flue outlet or in the
inlet of or upstream of the draft con-
trol device of an individual, automati-
cally operated, fossil fuel-fired appli-
ance that is designed to automatically
open the flue outlet during appliance
operation and to automatically close
the flue outlet when the appliance is in
a standby condition.

Automatic vent damper means a device
intended for installation in the venting
system of an individual, automatically
operated, fossil fuel-fired appliance ei-
ther in the outlet or downstream of the
appliance draft control device, which is
designed to automatically open the
venting system when the appliance is
in operation and to automatically close
off the venting system when the appli-
ance is in a standby or shutdown condi-
tion.

Intermittent ignition device means an
ignition device in which the ignition
source is automatically shut off when
the appliance is in an off or standby
condition.

Power venting means a venting sys-
tem that uses a separate fan, either in-
tegral to the appliance or attached to
the vent pipe, to convey products of
combustion and excess or dilution air
through the vent pipe.

Warm air furnace means commercial
warm air furnace as defined in §431.72.

[70 FR 60418, Oct. 18, 2005, as amended at 71
FR 71374, Dec. 8, 2006]

TEST PROCEDURES [RESERVED]
ENERGY CONSERVATION STANDARDS

§431.246 Energy conservation stand-
ards and their effective dates.

A unit heater manufactured on or
after August 8, 2008, shall:

(a) Be equipped with an intermittent
ignition device; and

(b) Have power venting or an auto-
matic flue damper. An automatic vent
damper is an acceptable alternative to
an automatic flue damper for those
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